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Cable Laying Accessories

WINCH & HOIST SERVICES

CABLE FPOLLEFS - Trenck /fa//fbaﬁ'o/(
Straipht Line

TRP76 Narrow Roller

Designed for use in narrow trenches. Lightweight assembly suitable for
cobles up to 76mm dia. Zinc ploted steel frame fitted with large waoisted
solid aluminium roller running on low friction sintered bushes.

Base size: 320mm x 145mm. Weight: 2.75Kgs

HSP125 ROLLER - HEAVY DUTY

All Zinc ploted heavy duty assembly suitable for cables up to 125mm dia.
Steel frame fitted large waisted steel roller running on sealed ball bearings.
Base size: 350mm x 230mm. Weight: 4Kgs

HBSP125 BRIDGE ROLLER - HEAVY DUTY

Generally as per the HSP125 Roller but with the added facility of being able
to place same over a cable up to 90mm olready laid in the french.
Base size: 350mm x 230mm, Weight: 4.5Kgs

Corner Kollers

CR1T ANGLE CORNER ROLLER

Purpose designed for taking the heaviest cables round difficult corners and
bends. Incorporates a vertical and horizontal roller 75mm diameter on low
friction sintered bushes. Stake pins are provided to link rollers together into
o continuous assembly on right angle bends. Paint finish.

Height: 300mm Width: 160mm Length: 280mm Weight: 9.0Kgs

CR2 SKID ROLLER

Incorporates a horizontal steel roller 75mm dia running on low friction
sintered bushes with back skid plate for corner work . Can be used singly or
linked together with stake pins provided to form a continuous run.

Paint finish.

Height: 300mm Width: 230mm Length: 330mm Weight: 8.0Kgs

CR4 TRIPLE CORNER ROLLER

All zinc plated finish ond using two vertical and one horizontal steel rollers
identical to HSP125 for faking the heaviest cables round difficult corners.
The assembly is of a robust contruction for use in the most arduous
conditions and can be linked together with stoke pins provided to form o
continuous corner roller system,

Height: 295mm Width: 290mm Length: 540mm Weight: 12Kgs
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CABLE ROLLERS

Corner Kollers

CR5 HORIZONTAL ROLLER

Two herizontal rollers with quick release gote opening 1o ollow easy
entry and removal of cables up 1o 125mm diameter.

Paint finish.
Height: 400mm Width: 260mm Length: 250mm Weight: 13Kgs

CR6 VERTICAL ROLLER

Nine vertical steel rollers each running in roller bearings and
mounted in ¢ heavy duty steel frame.

Paint finish.

Height: 310mm Width: 20mm Length: 830mm Weight: 14Kgs
Note: These rollers are used in conjunction with CR5 as per the
photogroph ond where large diometer cobles have a limited bend

rodius.

SP1 SKID PLATE

Can be used with the CR2 Skid Roller as an alternative to the CR5 /
CRé6 Corner Roller system.

Paint finish.

Height: 300mm Width: 100mm Length: 920mm Weight: 7Kgs

DR1 DRAW OFF ROLLER

To lead the cable directly from the drum into the french. 75mm
diometer steel tube roller on low friction sintered bushes. All
mounted to heovy duty angle steel base

Paint finish,

Height: 220mm Width: 178mm Length: 1066mm Weight: 14Kgs

VR1 ROLLER ASSEMBLY

A guide roller in front of the drum which centralizes the cable from
the drum into the trench. Sealed roller bearings fitted in steel roller.
Mounted in heavy duty steel frame.

All zinc plated finish.

Height: 360mm Width: 500mm Length: 8%0mm Weight: 17Kgs

SR5 SUSPENSION ROLLER

HSR5 HEAVY DUTY SUSPENSION ROLLER

To take initial strain on the heoviest cobles where they are lifted from
the floor and onto cable trunking. The roller is suspended from o
cross beam or similor in front of the trunking. Large woisted stee!
roller running on sealing ball bearings.

Paint finish.

Height: 430mm Width: 120mm Length: 250mm Weight: 9kgs

To enable cables to be winched and suspended in high buildings
prior fo being positioned on gantries, beams etc

Zinc ploted finish.

Height: 404mm Width: 240mm length: 210mm Weight: 3kgs
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ATLAS
WINCH & HOIST SERVICES

CABLE & DUCT PULLING ACCESSORIES

SWIVEL LINK

Enables Winch rope to revolve during pulling operation preventing

twisting or kinking

Machined from solid steel zinc plated finish

'|l}u';,’ (JUX‘, swivel beoring to cllow sustained ;r_,”{.

lotally smooth exterior finish.

Grease packed on assembly minimising turther lubrication

Model  Min Break Jaw Pin Dia. Overall Overall
Strain Size Length Diameter

SL3 3 Tonne 16mm 10mm 100w mm 0.5Kg

SLS 5 Tone 3Z2mm 16mm 200mm 55mm 2.5k

CABLE STOCKINGS

Sometimes called Cable Socks or Cable Grips

An efficient method of supporting or pulling cables

Manufactured from high tensile galvanised

Also available on 1 t in stoinless steel w

eques
eqQues

/ able as Single Eye (S typ
Double Eye (D type) or Le

The Cable Socks can alsc

Ye) o
e Up (L type) L

ve supplied os 3 leg for pulling 3 separate cables

Dig of S Type Lattice Lattice Overall Actual
(ocﬁ: Weave Length Length  Breok Tonne

Cable

6-13mm sn (521 (s3] Single 230mm 305mm 0.751
13-19mm (512 (522 (532 Single §5mm 430mm 1,001
19-25mm (513 (523 (533 Single 405mm 510mm 2.501
25-36mm (514 (524 (534 Single 455mm 610mm 3.501
38-50mm (515 (525 (535 Double 535mm 735mm 5.001
50-63mm (516 (526 (534 Double &10mn 865mm 5.001
63-8%mm 17 27 (537 Double 685mm 990mm 6,001
89-115mm (518 (528 (538 Double 685mn Y90 7.001

115-130mm (519 Y4 (539 Double 685mm 990mm

SUB DUCT PULLING EYE WITH CLEVIS

Sub Duct pulling eye {carrots) with Clevis pin and eye other end to
attach draw rope efc. Units tapered ond threaded to cover ronge
Zinc plated

PE1 Pulling eye for sub duct range 24-29mm

PE2 Pulling eye for sub duct range 29-37mm

SLINGS ’
For use with pulling eye. Availabie as standard for pulling 4 or 3 way sub duct. £l
4 way Sling. Stagge 4 way pulling Harness /

3 way Sling. St ared 3 way pulling Harmess 4/

Maonufactured from gaolvanised steel wire

(>
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WINCH & HOIST SER VICES

CABLE ROLLERS AND GUIDES - for the duct

ML5 Manhole Roller

Designed for placing of the end of the manhele or pit entrance to ease
the cable in. Triple Aluminium Roller on tubular steel frame.

Zine Plated.

Height 630mm Width 290mm Length 500mm Weight 14Kg.

RR3 Rope Guiding Roller

Used to guide draowropes and cabling ropes out of manhole entrance
and jointboxes fo avoid damage to the rope. Consists of on aluminium
roller mounted on o zinc ploted frame, which haos two lugs for location
into the jointbox or manhole.

Also available RRS with a heavy duty steel roller running on roller
bearings

Height: 150mm Width: 152mm Length: 254mm Weight: 4Kgs

ERS76 Edge Roller Swivelling

For protection of the rope on the rim and comer of the manhole.
Unit swivels to the direction of the pull.

Aluminium roller in zinc plated frame.

Height: 180mm Width: 200mm Length: 270mm Weight: 4.5Kgs

Cable Protecting Bend Without Stop
CPB1 - For Ducts inside dia, 89mm
CPB2 - For Ducts inside dia 100mm
Zinc ploted.

Cable Protecting Bend With Handle And Stop
CPB3 - For Ducts inside dia 89mm

CPB4 - For Ducts inside dio 100mm

Zinc plated.

CPB5 ~ Cable Protecting Bend With Angled Base

To fit the rim corners of the maonhole. Unit swivels to the
direction of the pull
Zinc plated
BM. Steel Bellmouths i
In separable hinged halves to guide the cable through the
duct to avoid domage to both the Cable or the Duct.
BMR models available fitted with roller for additional
rope guidance and protection. Zinc plated
BM60 (BMREO)  for ducts 60 - 69mm
BM80 (BMR80O) for ducts 76 - 89mm
BM?0 (BMRZ0) for ducts Q0 - 97mm
MI100 (BMR100) for ducts 29 - 106mm

BMI125 (BMRI125) for ducts 124 - 130mm
BM150 (BMR150) for ducts 148 - 155mm
BM160 (BMR160) for ducts 152 - 176mm
BM175 (BMR175) for ducts 170 - 180mm
BM200 (BMR200) for ducts 194 - 212mm
BM230 (BMR230) for ducts 220 - 239mm
BM250 (BMR250) for ducts 246 - 266mm

CPB6 - Cable Protecting Bend with Snout
For securing inside 89 or 100mm Ducts
Zinc plated

Also available in Plastic and Brass Bellmouths, Details on request
Special sizes can be monufactured on request
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CONDAIT kOD

A high guality glass fibre reinforced helically wound

epoxy rod giving good adhesion properties for the

outer po",vﬂ'u,'lm'u: coating This construction aives
excellent bending elasticity which makes it ideal for
short to long installations into ducts. It is on ideal ond
{

ast way of installing draw ropes and Winch ropes into

ducts, ready for Cable Pulling operations

The 9mm, 1 Tmm and 14mm rod comes complete on
a mobile frame for easy manoeuvrability. The 4mm

ond émm versions ore on a free standing frame

)

Zinc plated finish

All units are designed and built foreasy handling
All rods come complete with guide tips

Atfull ronge of accessories are olso available

See opposite

All sizes are avoilable as spare rod only. Non standard lengths avoilable on request

ATLAS
WINCH & HOIST SERVICES

4mm DIA ON 480mm HIGH FREE STANDING REEL

LCR4/40R 4mm dia x 40mtr long Weight 5Kg
LCR4/60R 4mm dia x 60mir long Weight 6Kg
LCR4/80R 4mm dia x 80mir long Weight 7Kg
LCR4/100R 4mmdiax 100mirlong Weight BKg

6mm DIA ON 590mm HIGH FREE STANDING REEL

LCR&6/60R 6mm dio x 60mtrlong Weight 10Kg
LCR6/BOR 6mm dia x 80mtr long Weight 11Kg
LCR6/100R 6mmdiox 100mirlong  Weight 12Kg
LCR&/150R 6mmdiax 150mirlong  Weight 13Kg

9mm DIA ON 1040mm HIGH MOBILE REEL

LCRY/60R 9mmdiox60mtrlong  Weight 26Kg
LCR9/80R Pmm dia x 80mir long Weight 28Kg
LCRY/100R 9mmdiax 100mirlong  Weight 30Kg
LCR?/120R 9mmdiox 120mtrlong  Weight 32Kg
LCR9/150R 9mmdiox 150mirlong  Weight 35Kg
LCR9/200R 9mmdiax200mirlong  Weight 40Kg

11mm DIAON 1160mm HIGH MOBILE REEL

LCR11/100R I Tmmdiax 100mtrlong Weight 39Kg
LCR11/150R 1 Tmmdiox 150mirlong Weight 47Kg
LCR11/200R 11mm dia x200mirlong Weight 54Kg
LCR11/250R 1 Tmmdiox250mirlong Weight 61Kg
LCR11/300R 1 Tmmdiax300mtrlong Weight 69Kg

14mm DIA ON 1290mm HIGH MOBILE REEL

LCR14/150R

T4mmdiax 1 50mtrlong

Weight 65Kg

LCR14/200R l4mm dio x 200mirlong Weight 77Kg
LCR14/250R l4mm diax250mirlong Weight 87Kg
LCR14/300R I4mm dio x 300mtrlong Weight 99Kg
LCR14/350R 14mm dio x 350mirlong Weight 111Kg


http://www.winchhire.com/
http://www.winchhire.com/

W02 aJIyyouIMm@uolue :jrew-a

W02"aJIYYIUIM@OJUl :Jrew-a

0D SIUUOUIM MV

996658 TLETO :I°L | Ynos

L/9T2¢ 66810 :I°L |

YLION

SADINIAS LSIOH ¥ HONIM

S MLV


http://www.winchhire.com/
http://www.winchhire.com/

